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Incorrectly installing this product will negatively impact function and lifespan. If you are unsure please 
contact a professional.  Do NOTNOT drill any holes through the door whilst any hardware is installed. 

Note: Note: The following instructions are suited to most Lever on Rose sets by Carlisle Brass. These 
instructions serve as a generic installation guide where primary instructions are not provided, and assume 
that the door is already hung with lock / latch installed. For instructions on how to fit locks and latches - 
and other door components, please use the relevant provided instructions, or visit the Knowledge Centre 
on our website. 

Drawings not to scale unless otherwise specified.

1.	 Ensure that the Door is prepped and morticed 20mm Ø to accommodate 
the spindle. The Location of the mortice is determined by the backset 
of the lock or latch. Use the lock or latch as a guide when marking the 
position as Fig 1. 

2.	 Once Drilled, Offer the inner rose to the mortice Fig 2. The location of 
the spindle (Hole A) should align with the centre of the 20mm Ø mortice. 
Mark the position of the bolt-through fixings (Hole B) and drill holes 
through the door so that they may be accomodated. 8mm Ø is the 
maximum recommended size.  

3.	 Reinstall the lock or latch as per manufacturers instructions.  

4.	 Insert the spindle into the lever and securely fix the grub screw. Insert the 
Spindle through the door and lock / latch. Adjust so that enough spindle 
is free to be secured in the opposite lever. 

5.	 Offer the second lever up to the opposite side of the door and mark the 
position of all wood screw fixings (Fig 2. Hole C) Remove both levers, and 
drill pilot holes for each wood screw position. Return the levers to the 
door. Securely fix the grub screw on both sides as per step 4.  

6.	 Insert both male and female component of the bolt-through fixings 
through the door, align and Using a screwdriver, tighten each of the bolts 
so each lever is secured against the surface of the door as per Fig 3.
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7.	 Using a screwdriver, hand secure the wood 
screws through the rose and into the pilot 
holes drilled in step 5. Check alignment of 
componentry and adjust both bolt-throughs 
and woodscrews where necessary. Check 
operation.  

8.	 Attach the outer rose to both inners. (This 
may be either push-on or threaded) If the 
Outer Roses are square, take care to align 
the edges with the door as to be straight. 
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